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Due to continuous improvement and innovation, product appearance and specifications may change 

without notice. Actual performance may differ as a result of end-user environment and application.
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GROW-CONNECT
SpecGrade’s Grow-Connect is an easily installable daisy-chain wiring solution that is wet-location rated for grow facilities. Multiple grow lights may be wired 

together in a plug-and-play sequence beginning from the power source.  This solution will greatly reduce installations cost and will even allow you to quickly 

reconfigure your system without having to call an electrician.  Contact a SpecGrade representative for assistance in laying out your system.

Trunk Cables 

 — 15FT 3T Trunk Cable - 300V (J3TV)

 — 10FT 1T Trunk Cable - 300V (J1TV)

 — 15FT 3T Trunk Cable - 0-10V Dimming (J3TD)

 — 10FT 1T Trunk Cable - 0-10V Dimming (J1TD)

Panel Mounts 

 — Junction Box Panel - 300V(JPMV)

 — Junction Box Panel Mount - 0-10V Dimming (JPMD)

Extension Cables 

 — 3FT Trunk Extension - 300V (JEXT3V)

 — 6FT Trunk Extension - 300V (JEXT6V)

 — 15FT Trunk Extension - 300V (JEXT15V)

 — 3FT Trunk Extension - 0-10V Dimming (JEXT3D)

 — 6FT Trunk Extension - 0-10V Dimming (JEXT6D)

 — 15FT Trunk Extension - 0-10V Dimming (JEXT15D)


